
EXISTING

PROVIDE SEALANT BEAD 

AROUND INLET TO 

PROVIDE SEAL BETWEEN 

INLET AND POOL BOTTOM

EXISTING

PRESSURE TEST PERIMETER DRAINS; TEST 
IN SECTIONS, TO BE DETERMINED BY THE 
CONTRACTOR, IN ORDER TO TEST AND 
VERIFY THE INTEGRITY OF ALL SECTIONS 
OF PIPES AND FITTINGS.  IF A POINT OF 
FAILURE IS IDENTIFIED, NOTIFY THE 
ARCHITECT AND DIRECTION WILL BE 
PROVIDED TO EXPOSE AND 
REPAIR/REPLACE THE FAILED SECTION.

EXISTING

PRESSURE TEST PERIMETER DRAIN AND 
FILTERED BRANCH LINES; TEST IN 
SECTIONS, TO BE DETERMINED BY THE 
CONTRACTOR, IN ORDER TO TEST AND 
VERIFY THE INTEGRITY OF ALL 
SECTIONS OF PIPES AND FITTINGS.  IF A 
POINT OF FAILURE IS IDENTIFIED, NOTIFY 
THE ARCHITECT AND DIRECTION WILL BE 
PROVIDED TO EXPOSE AND 
REPAIR/REPLACE THE FAILED SECTION.

EXISTING

EXISTING DRAIN COVERS: PROVIDE 
SEALANT BEAD AROUND INLET TO 
PROVIDE SEAL BETWEEN DRAIN AND 
POOL BOTTOM

EXISTING

PRESSURE TEST PERIMETER FILTERED WATER 
RETURN LINES; TEST IN SECTIONS, TO BE 
DETERMINED BY THE CONTRACTOR, IN ORDER TO 
TEST AND VERIFY THE INTEGRITY OF ALL 
SECTIONS OF PIPES AND FITTINGS.  IF A POINT OF 
FAILURE IS IDENTIFIED, NOTIFY THE ARCHITECT 
AND DIRECTION WILL BE PROVIDED TO EXPOSE 
AND REPAIR/REPLACE THE FAILED SECTION.

PRESSURE TEST AND INSPECT 
SUPPLY LINE BETWEEN POOL AND 
FILTRATION ROOM; 4-INCH AND 6-
INCH LINES.

PRESSURE TEST AND INSPECT 
DRAIN LINE BETWEEN POOL AND 
FILTRATION ROOM; 3-INCH LINES.

ABANDON EXISTING 8-INCH MAIN DRAIN LINE BETWEEN 
POOL AND SURGE TANK. PERMANENTLY SEAL 8-INCH 

PIPE CONNECTION TO SURGE TANK.

CUT AND CAP CONNECTION BETWEEN 8-INCH MAIN 
DRAIN LINE AND 6-INCH MAIN DRAIN LINE; 6-INCH MAIN 

DRAIN LINES TO REMAIN.

SAWCUT AND REMOVE SUFFICIENT CONCRETE 
POOL DECK AND EXCAVATE TO EXPOSE EXISTING 
MAIN DRAIN LINES; PROVIDE TEMPORARY SUPPORT 
OF SUPPLY AND RETURN LINES WITHIN EXCAVATION

EXISTING MAIN DRAINS
REMOVE EXISTING DRAIN COVER
INSTALL PIPE PLUG TO SEAL MAIN DRAIN FROM 
PIPING (6-INCH PLUG)
DETERMINE IF PRESSURE RELIEF VALVES ARE 
PROVIDED; REMOVER AND PROVIDE PLUG
SEAL PERIMETER OF MAIN DRAIN SUMP/FRAME 
AT CONCRETE POOL WALL

CUT AND CAP 6-INCH LINE FROM 8-INCH 
LINE (NOTE 10). TRACE AND LOCATE 
VALVE CONNECTION OF 6-INCH DRAIN 
LINES TO WINTER OVERFLOW PIPING. 

REMOVE AND REPLACE EXISTING VALVE 
CONNECTION TO OVERFLOW. VALVE 
SHALL BE BUTTERFLY VALVE WITH 
STEM AND “TEE” HANDLE CONNECTION 
AT THE DECK. 

CUT AND CAP 6-INCH LINE FROM 8-INCH 
LINE (NOTE 10). TRACE AND LOCATE 
VALVE CONNECTION OF 6-INCH DRAIN 
LINES TO WINTER OVERFLOW PIPING. 

REMOVE AND REPLACE EXISTING VALVE 
CONNECTION TO OVERFLOW. VALVE 
SHALL BE BUTTERFLY VALVE WITH 
STEM AND “TEE” HANDLE CONNECTION 
AT THE DECK. 

NEW SEALANT AT 

PERIMETER OF EXISTING 

FITING

NEW SEALANT AT 

PERIMETER OF EXISTING 

FITING
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0"
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PAINT AREAS OF POOL WERE REPAIRS WERE 
PERFORMED; INCLUDE AN ADDITIONAL 25% OF 
POOL SURFACE FOR NORMAL REPAIRS. 

-2'-6"

PROVIDE NEW ACCESSIBLE 
RAMP RAILS. CORE EXISTING 
POOL BOTTOM AND SET 
RAMP ANCHORS IN 
PORROCK GROUT. 

4' - 0"

ONE RAIL ANCHOR ON EACH RAIL SHALL 
BE BONDED TO GROUND. SAWCUT AND 

RUN SOLID WIRE TO BONDING ROD. 
REPAIR POOL BOTTOM WITH GROUT

CORE AND SAWCUT 
EXISTING POOL DECK TO 
ALLOW INSTALLATION OF 
BONDING ROAD; 
REPAIR/RESTORE POOL 
DECK 

FILL EXISTING POOL BOTTOM, 
PREVIOUSLY REMOVED BUY OTHERS 
WITH ASPHALT OR GROUT PATCH.

SAWCUT EXISTING CONCRETE AND PROVIDE NEW MAIN 
DRAIN SUMPS INSTALLED IN VERTICAL CONCRETE WALL. 
PROVIDE 4-INCH #4 PINS, MINIMUM OF 2 PER SIDE OF 
OPENING: TWO-INCH EMBEDMENT INTO CONCRETE. 
PROVIDE WATER STOP AND GROUT SOLID. 

REMOVE LOOSE CONCRETE AND 
REPAIR CRACKS AND SPALLS IN 
EXISTING CONCRETE WALL

CORE NEW HOLE IN SURGE TANK WALL TO MAKE 
NEW 8-INCH DRAIN CONNECTION; PROVIDE LINK 
SEAL, WATER STOP AND GOUT AT PENETRATION; 
APPLY COATING OF WATERPROOFING AT EXTERIOR 

BACKFILL AND COMPACT EXCAVATION

PROVIDE NEW 4-INCH CONCRETE DECK, 
MATCH EXISTING GRADES AND LINES

NEW 8-INCH MAIN DRAIN PIPING

NEW 6-INCH MAIN DRAIN PIPING

NEW WINTER OVERFLOW BY-PASS VALVE CONNECTED TO DRAIN 
LINE (LOCATION TO BE DETERMINED UNDER NOTE 11. VALVE SHALL 
BUTTERFLY VALVE WITH STEM AND DECK LEVEL “TEE” HANDLE 
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